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DIMENSIONS SHOWN ON THE FLOOR PLANS, SECTIONS AND DETAILS ARE TO FACE OF 
STUDS, COLUMN GRID LINES AND FACE OF CONCRETE AND BLOCK WALLS, UNLESS 
OTHERWISE NOTED OR SHOWN.

CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND EXISTING CONDITIONS BEFORE 
PROCEEDING WITH CONSTRUCTION.

ALL ITEMS ARE BASE BID UNLESS OTHERWISE NOTED OR SPECIFIED.

ALL DRAIN LINES WITHIN WALLS ARE TO BE WRAPPED IN SOUND INSULATION BATTS.

EVERY EXIT DOOR SHALL BE OPERABLE FROM THE INSIDE WITHOUT USE OF A KEY OR ANY 
SPECIAL KNOWLEDGE.

CONTRACTOR SHALL PROVIDE ACCESS PANELS REQUIRED BY THE PLUMBING, AIR 
CONDITIONING AND OTHER INSTALLERS, AS REQUIRED BY CODE. ANY ACCESS PANEL IN A 
FIRE RATED WALL OR CEILING SHALL HAVE THE SAME FIRE RATING AS THE WALL OR 
CEILING IN WHICH THEY OCCUR.

STRUCTURAL AND FIRE RESISTIVE INTEGRITY SHALL BE MAINTAINED AT PENETRATIONS FOR 
MECHANICAL, PLUMBING, ELECTRICAL, AND COMMUNICATIONS PIPE, DUCT AND 
CONDUIT AS INDICATED.

PROVIDE FIRE BLOCKING AT FLOOR, CEILING AND MID HEIGHT OF WALLS OVER 10'-0".

STUCCO, PLASTER AND GYPSUM BOARD SHALL TERMINATE WITH A "J" MOLDING WHERE 
THE EDGE IS EXPOSED UNLESS NOTED OR SPECIFIED OTHERWISE.

A FLOOR OR LANDING NOT MORE THE 1/4" BELOW THE THRESHOLD IS REQUIRED AT EACH 
SIDE OF AN EXIT DOOR.

BRAND OR TRADE NAME, SUBSTITUTIONS OF "EQUALS": REQUESTS FOR SUBSTITUTIONS OF 
AN ITEM AS AN "EQUAL" TO ANY ITEM INDICATED OR SPECIFIED MUST BE INCLUDED AS A 
PART OF THE CONTRACTOR'S BID PROPOSAL, AS SPECIFIED IN THE GENERAL CONDITIONS.

WRITTEN DIMENSIONS TAKE PRECEDENCE OVER GRAPHIC SCALE. DO NOT SCALE 
DRAWINGS.

IT SHOULD BE NOTED THAT WHILE EXISTING UTILITY DRAWINGS ARE AVAILABLE, THERE IS NO 
ASSURANCE THAT ALL UTILITIES ARE SHOWN. THE CONTRACTOR SHALL PROCEED WITH 
CAUTION TO INSURE THAT ALL UTILITIES ENCOUNTERED, WHETHER OR NOT OF RECORD, 
SHALL BE PROTECTED FROM DAMAGE. THE CONTRACTOR SHALL ALSO TAKE PRECAUTIONS 
NECESSARY TO PROTECT HIMSELF AND ALL EMPLOYEES FROM INJURY WHICH MAY BE 
CAUSED BY CONTACT WITH UTILITY SERVICES.

GYPSUM BOARD FOR FIRE RATED ASSEMBLIES SHALL BE INSTALLED IN ACCORDANCE WITH 
CBC CHAPTER 7.

DOOR HARDWARE SHALL BE LEVER TYPE.

MAXIMUM EFFORT TO OPERATE DOORS SHALL NOT EXCEED 5 POUNDS FOR EXTERIOR 
DOORS AND 5 POUNDS FOR INTERIOR DOORS.

FIRE DAMPER ASSEMBLIES, INCLUDING SLEEVES AND INSTALLATION PROCEDURES SHALL BE 
APPROVED BY THE BUILDING INSPECTOR PRIOR TO INSTALLATION.

INTERIOR FINISHES SHALL COMPLY WITH THE PROVISIONS OF CBC CHAPTER 8.

ALL DECORATIVE MATERIALS SHALL BE MAINTAINED IN A FLAME-RETARDANT CONDITION.

ALL REQUIRED PERMITS MUST BE OBTAINED FROM FIRE PLAN CHECK BEFORE BUILDING IS 
OCCUPIED.

BUILDING NUMBERS SHALL BE EASILY VISIBLE AND LEGIBLE FROM THE STREET OR ROAD 
FRONTING THE PROPERTY.

THE CONSTRUCTION, REMODEL, OR DEMOLITION OF A BUILDING SHALL COMPLY WITH THE 
REQUIREMENTS OF THE TOWN OF WINDSOR.

THESE PLANS AND ALL WORK SHALL COMPLY WITH THE CALIFORNIA BUILDING STANDARDS 
CODE FOUND IN THE STATE OF CALIFORNIA TITLE 24 CCR, AS AMENDED AND ADOPTED BY 
THE TOWN OF WINDSOR.

CONTRACTOR SHALL THOROUGHLY COORDINATE ALL TRADES AS REQUIRED TO 
COMPLETE ALL WORK INDICATED AND NECESSARY FOR THE PROJECT.

CONTRACTOR SHALL PROTECT EXISTING SITE FEATURES AND SHALL REPAIR OR REPLACE 
ALL ITEMS DAMAGED DURING CONSTRUCTION.

EXIT SIGNS MUST BE INTERNALLY ILLUMINATED (UFC SEC. 1212.4 & CBC SEC.1013).

TWO SEPARATE POWER SUPPLIES SHALL BE PROVIDED FOR EXIT SIGNS PER(CBC SEC. 1013).

THE CONTRACTOR SHALL ENFORCE ALL SAFETY MEASURES. THE CONTRACTOR SHALL 
DESIGN, CONSTRUCT AND MAINTAIN ALL SAFETY DEVICES, INCLUDING SHORING AND 
SHALL BE SOLELY RESPONSIBLE FOR CONFORMING TO ALL LOCAL, STATE AND FEDERAL 
SAFETY AND HEALTH STANDARDS, LAWS AND REGULATION.

CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE 
CONDITIONS DURING THE COURSE OF CONSTRUCTION, INCLUDING SAFETY OF ALL 
PERSONS AND PROPERTY. THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE 
LIMITED TO NORMAL WORKING HOURS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY MONUMENTATION AND / OR 
BENCHMARKS WHICH WILL BE DISTURBED OR DESTROYED BY CONSTRUCTION. SUCH 
POINTS SHALL BE REFERENCED AND REPLACED WITH APPROPRIATE MONUMENTATION BY A 
LICENSED LAND SURVEY OR REGISTERED CIVIL ENGINEER AS REQUIRED BY THE LAND 
SURVEYOR'S ACT.

CONTRACTOR SHALL REPLACE IN KIND ANY TRAFFIC SENSORS DAMAGED DURING 
CONSTRUCTION.

PENETRATION OF FIRE RESISTIVE WALLS, FLOOR - CEILING ASSEMBLIES AND ROOF - 
CEILINGS SHALL BE PROTECTED AS REQUIRED IN CBC SECTION 714.

NO HAZARDOUS MATERIALS WILL BE USED OR STORED WITHIN THE BUILDING WHICH 
EXCEED THE QUANTITIES SHOWN ON CBC TABLE 307.1(1).

WHEN SERVING MORE THAN 100 SPRINKLER HEADS, AUTOMATIC SPRINKLER SYSTEMS SHALL 
BE SUPERVISED BY AN APPROVED CENTRAL PROGRAM OR REMOTE STATION SERVICE OR 
SHALL BE PROVIDED WITH A LOCAL ALARM WHICH WILL GIVE AN AUDIBLE SIGNAL AT A 
CONSTANTLY ATTENDED LOCATION.

WORK NOT SPECIFICALLY INDICATED OR SPECIFIED BUT WHICH IS REQUIRED FOR THE 
COMPLETION OF THE WORK SHALL BE PROVIDED IN THE SAME MANNER AS SIMILAR WORK 
WHICH IS REQUIRED OR SPECIFIED WITHOUT ADDITIONAL CHARGE. 
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AT LEAST ONE PORTABLE FIRE EXTINGUISHER WITH A MINIMUM RATING OF 2A10BC 
SHALL BE PROVIDED WITHIN 75' MAXIMUM TRAVEL DISTANCE FOR EACH 3,000 
SQUARE FEET OR PORTION THEREOF ON EACH FLOOR (CFC 906, UFC STANDARD 
10-1, TITLE 19, SECT. 3.29). SEE PLANS FOR LOCATIONS.

AT LEAST ONE FIRE EXTINGUISHER WITH A MINIMUM RATING OF 4A2OBC SHALL BE 
PROVIDED OUTSIDE OF EACH MECHANICAL, ELECTRICAL OR BOILER ROOM. (CFC 
906, UFC STANDARD 10-1, TITLE 19, SECT. 3.29). SEE PLANS FOR LOCATIONS.

COMPLETE PLANS AND SPECIFICATIONS FOR FIRE-EXTINGUISHING SYSTEMS, 
INCLUDING AUTOMATIC SPRINKLERS AND WET AND DRY STANDPIPES, HALON 
SYSTEMS AND OTHER SPECIAL TYPES OF AUTOMATIC FIRE-EXTINGUISHING SYSTEMS, 
BASEMENT PIPE INLETS, AND OTHER FIRE-PROTECTION SYSTEMS AND 
APPURTENANCES THERETO SHALL BE SUBMITTED BY THE CONTRACTOR TO FIRE AND 
LIFE SAFETY FOR REVIEW AND APPROVAL PRIOR TO INSTALLATION. (CFC 901.2)

FIRE-EXTINGUISHING SYSTEMS SHALL BE INSTALLED BY THE CONTRACTOR IN 
ACCORDANCE WITH CBC 903.

ALL VALVES CONTROLLING THE WATER SUPPLY FOR AUTOMATIC SPRINKLER 
SYSTEMS AND WATER-FLOW SWITCHES ON ALL SPRINKLER SYSTEMS SHALL BE 
ELECTRICALLY MONITORED WHERE THE NUMBER OF SPRINKLERS IS 100 OR MORE. 
(CBC 904.3.1, CFC 903.4)

COMPLETE PLANS AND SPECIFICATIONS FOR FIRE ALARM SYSTEMS INCLUDING 
AUTOMATIC SPRINKLERS SHALL BE SUBMITTED BY THE CONTRACTOR TO THE FIRE 
MARSHAL FOR REVIEW AND APPROVAL PRIOR TO INSTALLATION. (CFC 1001.3)

INSTALLATION OF FIRE ALARM SYSTEMS SHALL BE IN ACCORDANCE WITH CFC 907.

AN APPROVED AUDIBLE SPRINKLER FLOW ALARM SHALL BE PROVIDED ON THE 
EXTERIOR OF THE BUILDING IN AN APPROVED LOCATION. AN APPROVED AUDIBLE 
SPRINKLER FLOW ALARM TO ALERT THE OCCUPANTS SHALL BE PROVIDED IN THE 
INTERIOR OF THE BUILDING IN A NORMALLY OCCUPIED LOCATION.

ANY TIME A BUILDING IS OCCUPIED THE MEANS OF EGRESS SHALL BE ILLUMINATED 
AT AN INTENSITY OF NOT LESS THEN 1 FOOT-CANDLE AT THE FLOOR LEVEL.

EGRESS ILLUMINATION REQUIRES A SOURCE OF EMERGENCY POWER WHEN THE 
OCCUPANT LOAD IS 100 OR MORE.
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C1.0 SITE DEMOLITION PLAN
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C2.2 GRADING PLAN
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C3.0 UTILITY PLAN
C3.1 UTILITY PLAN
C3.2 UTILITY PLAN
C5.0 CIVIL DETAILS
C5.1 CIVIL DETAILS
C5.2 CIVIL DETAILS
C5.3 CIVIL DETAILS
C5.4 CIVIL DETAILS
C5.5 CIVIL DETAILS
C5.6 CIVIL DETAILS

L1.0 OVERALL SITE PLAN
L1.1 SITE PLAN
L1.2 SITE PLAN
L1.3 SITE PLAN
L1.4 SITE PLAN
L1.5 SITE PLAN
L1.6 TREE MITIGATION PLAN
L1.7 CONSTRUCTION DETAILS AND NOTES
L2.0 MAINLINE PLAN
L2.1 IRRIGATION PLAN
L2.2 IRRIGATION PLAN
L2.3 IRRIGATION PLAN
L2.4 IRRIGATION PLAN
L2.5 IRRIGATION PLAN
L2.6 IRRIGATION DETAILS AND NOTES
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L3.1 PLANTING PLAN
L3.2 PLANTING PLAN
L3.3 PLANTING PLAN
L3.4 PLANTING PLAN
L3.5 PLANTING PLAN
L3.6 PLANTING DETAILS AND NOTES

A0.11 EGRESS PLAN
A1.1 SITE PLAN
A1.2 ENLARGED SITE PLAN - COVERED ROLLOFF BINS
A1.3 ENLARGED SITE PLANS - RAMP TO FLARE STORAGE
A1.4 ENLARGED SITE PLANS - TRASH ENCLOSURE
A1.5 ENLARGED SITE PLANS - TRASH ENCLOSURE
A1.6 ENLARGED SITE PLANS - PARKING
A1.7 ENLARGED SITE PLANS - TRUCK ENTRANCE
A2.11 FLOOR PLAN
A2.12 DIMENSION PLAN
A2.13 REFLECTED CEILING PLAN
A2.14 ROOF PLAN
A2.15 SLAB PLAN
A2.16 FF&E PLAN
A3.11 EXTERIOR ELEVATIONS
A3.12 EXTERIOR ELEVATIONS
A4.1 BUILDING SECTIONS
A4.2 BUILDING SECTIONS
A5.1 INTERIOR ELEVATIONS
A5.2 INTERIOR ELEVATIONS
A5.3 INTERIOR ELEVATIONS
A5.4 INTERIOR ELEVATIONS
A5.5 INTERIOR ELEVATIONS
A5.6 INTERIOR ELEVATIONS
A5.7 INTERIOR ELEVATIONS
A6.1 ROOM FINISH SCHEDULE
A6.2 DOOR AND WINDOW SCHEDULE

SYMBOLS

ABBREVIATIONS SHEET INDEX

# POUND or NUMBER
& AND
@ AT
L ANGLE
Ø DIAMETER or ROUND

ACOUS ACOUSTICAL
ACT ACOUSTICAL CEILING TILE
AD ACESS DOOR and FRAME
ALUM ALUMINUM
APP APPROXIMATE
ARCH ARCHITECTURAL
AS ACOUSTICAL SEALANT
ASB ACOUSTICAL SUSPENDED BAFFLES

B BRICK
BLDG BUILDING
BLK BLOCK
BLKG BLOCKING
BM BEAM

CC COLUMN COVER
CFB CEMENT FIBER BOARD SIDING
CJ CONTROL JOINT
CLG CEILING
CLR CLEAR
CMU CONCRETE MASONRY UNIT
CNC CONCRETE
CONT CONTINUOUS
CP CEMENT PLASTER
CPT CARPET
CW CURTAIN WALL
CWP COMPOSITE METAL WALL PANEL

DBL DOUBLE
DEFS DIRECT-APPLIED EXTERIOR FINISH SYSTEM
DET DETAIL
DIA DIAMETER
DIM or
DIMS

DIMENSION  or DIMENSIONS

DN DOWN
DWG DRAWING
DWR DRAWER

(E) EXISTING
EA EACH
EIFS EXTERIOR INSULATION AND FINISH SYSTEM
EJ EXPANSION JOINT
ELEC ELECTRICAL
ELEV ELEVATOR OR ELEVATION
EQ EQUAL
ESMT EASEMENT
EXP EXPOSED STRUCTURE
EXT EXTERIOR

FAB FABRIC
FE FIRE EXTINGUISHER
FEC FIRE EXTINGUISHER CABINET
FFE FINISH FLOOR ELEVATION
FHC FIRE HOSE CABINET
FL FLOOR
FP FLAG POLE
FRP FIBERGLASS REINFORCED PANEL
FS FIRESTOP SYSTEM
FT FOOT or FEET
FTG FOOTING

GA GAUGE
GALV GALVANIZED
GB GYPSUM BOARD
GBT GYPSUM BOARD TRIM
GF GLAZING FILM
GFRC GLASS FIBER REINFORCED CONCRETE
GFRG GLASS FIBER REINFORCED GYPSUM
GL GLAZING
GRT GROUT

H HEIGHT
HB HOSE BIBB
HM HOLLOW METAL
HORIZ HORIZONTAL

INSUL INSULATION
INT INTERIOR

JS JOINT SEALANT

KB KNOX BOX

L LOCKER TYPE AND COLOR
LAV LAVATORY
LD LOADING DOCK EQUIPMENT
LF LIGHT FIXTURE
LV LOUVER
LVT LUXURY VINYL TILE

M.O. MASONRY OPENING
MAX MAXIMUM
MC METAL COPING
MECH MECHANICAL
MFR MANUFACTURER
MIN MINIMUM
MISC MISCELLANEOUS
MRP METAL ROOF PANEL
MTL METAL
MWP METAL WALL PANEL

(N) NEW
N.I.C. NOT IN CONTRACT

N.T.S. NOT TO SCALE

O.C. ON CENTER
OHD OVERHEAD DOOR
OP OPERABLE PANEL PARTITIOIN

P PAINT
PL PLASTIC LAMINATE
PLY PLYWOOD
PS PROJECTION SCREEN
PVC POLYVINYL CHLORIDE MEMBRANE ROOFING

QT QUARTZ

R.O. ROUGH OPENING
RAD RADIUS
REF REFERENCE
REINF REINFORCED
REQ REQUIRED
RM ROOM
RMT RUBBER MAT
RP ROOF PAVERS

S STUCCO
S.D.E. STORM DRAIN EASEMENT
SCHED SCHEDULE
SF SQUARE FEET
SFRM SPRAYED FIRE-RESISTANT MATERIAL
SFT STOREFRONT
SIM SIMILAR
SJ SEISMIC JOINT
SM SHEET METAL
SPEC SPECIFICATION
SQ SQUARE
SS STAINLESS STEEL
SSU SOLID SURFACE
ST STAIN
STA STATION
STD STANDARD
STL STEEL
STN STONE
STOR STORAGE
STRUC STRUCTURAL
SUSP SUSPENDED
SYM SYMMETRICAL

T TILE
T&G TONGUE AND GROOVE
T.O. TOP OF
T.O.C. TOP OF CONCRETE
T.O.F. TOP OF FRAMING
T.O.M. TOP OF MASONRY
T.O.P. TOP OF PARAPET
T.O.S. TOP OF SHEATHING
T.V. TELEVISION
TA TOILET ACCESSORIES
TC TOILET COMPARTMENTS
TEL TELEPHONE
TG TEMPERED GLASS
TPO THERMOPLASTIC ROOF MEMBRANE
TS TRANSITION STRIP
TYP. TYPICAL

U.O.N. UNLESS OTHERWISE NOTED
UTIL UTILITY

V.I.F. VERIFY IN FIELD
V.T.R. VENT THRU ROOF
VERT VERTICAL
VT VINYL TILE

W/ WITH
W/O WITHOUT
WB WALL BASE
WC WATER CLOSET
WCR WALL COVERING
WD WOOD
WF WOOD FLOORING
WM WALK-OFF MAT
WPJ WEAKENED PLANE JOINT

GENERAL NOTES FIRE NOTES

S0.1 GENERAL NOTES
S1.1 TYPICAL CONCRETE DETAILS
S1.2 TYPICAL CFS DETAILS
S1.3 TYPICAL CFS DETAILS
S1.4 TYPICAL CMU DETAILS
S1.5 TYPICAL CMU DETAILS
S2.1 HAZARDOUS WASTE FACILITY - FOUNDATION PLAN
S2.2 ROLL-OFF BIN CANOPY - FOUNDATION PLAN
S4.1 FOUNDATION DETAILS

FP0.1 FIRE PROTECTION - GENERAL NOTES
FP1.0 FIRE PROTECTION - SITE PLAN
FP2.1 FIRE PROTECTION - HHW FACILITY FLOOR PLAN
FP5.1 FIRE PROTECTION - DETAILS
FP5.2 FIRE PROTECTION - DETAILS

FA0.1 BUILDING CODE SUMMARY
FA0.2 GENERAL NOTES
FA2.1 HHW FACILITY FIRE ALARM CIRCUIT
FA3.0 RISER DIAGRAM

M0.11 MECHANICAL GENERAL NOTES, LEGENDS AND SCHEDULES
M0.12 MECHANICAL SCHEDULES
M0.13 MECHANICAL SCHEDULES
M1.11 MECHANICAL FLOOR PLAN - HAZARDOUS WASTE FACILITY
M1.12 MECHANICAL ROOF PLAN - HAZARDOUS WASTE FACILITY
M2.11 MECHANICAL ZONING PLAN
M4.11 MECHANICAL DETAILS

P0.11 PLUMBING GENERAL NOTES, LEGENDS, AND SCHEDULES
P0.12 PLUMBING SCHEDULES
P1.11 PLUMBING SITE PLAN
P2.11 PLUMBING HHWF BLDG FOUNDATION PLAN
P2.12 PLUMBING HHWF BLDG FLOOR PLAN
P2.13 PLUMBING HHWF BLDG ROOF PLAN
P3.11 PLUMBING ENLARGED PLANS
P5.11 PLUMBING DETAILS
P5.12 PLUMBING DETAILS

E0.1 ELECTRICAL SYMBOLS AND ABBREVIATIONS
E0.2 SINGLE LINE DIAGRAM
E0.3 ELECTRICAL SCHEDULES AND CALCULATIONS
E0.4 LUMINAIRE SCHEDULE
E0.5 PANEL SCHEDULES
E1.0 ELECTRICAL SITE PLAN
E1.1 ELECTRICAL SITE PLAN PHOTOMETRICS
E2.11 HAZARDOUS WASTE FACILITY - LIGHTING FLOOR PLAN
E2.12 HAZARDOUS WASTE FACILITY - POWER FLOOR PLAN
E2.13 HAZARDOUS WASTE FACILITY - MECHANICAL FLOOR PLAN
E5.10 ENLARGED POWER PLAN
E6.1 ELECTRICAL DETAILS
E6.2 ELECTRICAL DETAILS
E6.3 ELECTRICAL DETAILS
























































